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EFFECTS ON LONGITUDINAL STABILITY AND CONTROL CHARACTERISTICS
OF A BOEING B-29 AIRPLANE OF VARIATIONS IN STICK-FORCE AND
CONTROL-RATE CHARACTERISTICS OBTAINED THROUGH USE
OF A BOOSTER IN THE ELEVATOR-CONTROL SYSTEM !

By Cmaries W. Maraews, Doxawp B. TaLwace, and Jaues B. Wuirtex

SUMDMARY

The longitudinal stability and control characteristics of a
Buoeing B-29 airplane hare been measured with a buoster incor-
porated in the elevator-control system. Tests were made fo
determine the effects on the handling gqualities of the test air-
plane of variations in the pilot's control-force gradients as well
as the effects of varigtions in the marimum rate of controf
motion supplied by the bouster system.

The variations of elevator-control foree with normal acceler-
atiun for the test airplane without boost were about 90 pounds
per g at an indicated airspeed of 160 miles per hour and about
140 pounds per g at 250 miles per hour. These control forces
were considered by the pilots to be tolerable but heary. Use of
the booster to reduce these control-force gradients by a factor of
about 2.8 appreciably improied the control characteristics of the
test airplane.  Reduction of the force gradients by a factor of
about 1.6 through use of the booster also resulted in satisfaclory.
control characteristics in terms of the pilots’ opinions of their
ability to control the airplane precisely in normal flight ma-
neuvers, although these force gradients were not so desirable as
with the boust ratio of 2.8.  The effect of these lower force gra-
dicnts on the probability of exceeding the limit load factor could
not be investigated.

The results of the control-rate investigation indicate that large
awrplanes may hace salisfactory handling qualities with the
hooster adjusted to give much lower rates of control motion than
those normally used by pilots. During landings of the test qir-
plane, high rates of control motion were used by the pilots both
without the booster and with ithe booster operating under condi-
tions where high condrol rates were available from the sysiem,
but other landings, which were made with the rate of elevator
motion restricted to values as low as 7° per second, were satis-
factory from the standpoint of the pilots’ opinions of the
handling gualities of the airplane.

INTRODUCTION

There is a current trend to the use of booster systems for
operating the control surfaces of airplanes. The use of
boosters results primarily from a need for alleviating the
large control forces associated with large airplanes, for im-
proving the maneuvering capabilities of high-speed fighter

airplanes where control deflections are limited by the physicat
capabilities of pilots, and for improving the control-force

characteristies where the aerodynamic hinge moments of the

control surfaces have unsatisfactory variations.

Because the requirements for boosters involve considera-
tion of the airplane and the pilot, the National Advisory
Committee for Aeronauties has undertaken a flight investi-
gation of a booster system installed in the elevator-control
system of a Boeing B-29 airplane. An analysis and bench

“test of this booster are presented in reference 1.

When boosters are used, two alternatives exist with re-
gard to the provision of pilot’s control forces. For many
systems a given percentage of the aerodynamic hinge moment
on the control surface is fed back to the pilot's stick while
for other systems, where the aerodynamic hinge moments
have unsatisfactory variations, no feedback of the aero-
dynamic forces is provided and the stick forces are created
mechanically. The present investigation was concerned
with the type of system which provides for a feedback of the
aerodynamic forces. The test booster system had provision
for varying the magnitude of this force feedback over a
wide range, and the effects of the magnitude of the pilot's
stick forces on the handling qualities of the test airplane
were investigated.

Another important booster parameter affecting airplane
handling qualities is the maximum rate of control motion
supplied by the system. The test booster had provisions
for varying the maximum available control rate, and the
effects of such variations were investigated.

Measurements of the longitudinal stability and control
characteristics were obtained for the test airplane both
without the booster and with the booster operating to pro-
vide various stick-force and control-rate characteristics.
Results obtained from these measurements are presented
herein.

SYMBOLS
F, elevator-control force
g. Impact pressure
8. elevator deflection
Cy normal-force coefficient
n  lmit load factor

| Supersedes NACA TN 2238, “Effects on Longitudinal Stability and Control Charaeteristics ofa B -2¢ Airplane of Variations in Stick-Fores and Control-Rate Characteristics Obtained
Through Use of & Booster in the Elevator-Control System™ by Charles W, Mathews, Donald B. Talmage, and James B. Whitten, 1951,
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BOOSTER INSTALLATION

A description of the booster and a discussion of its oper-

ation are given in reference 1. The schematic arrangement
of the system is shown in figure 1 and a photograph of the
test unit is shown as figure 2. The booster was installed
on the pilot’s side (left side) of the elevator-control system
of the B-29 airplane. The orientation of the booster in the
airplane is shown in figure 3. This booster system had
been tested previously as & bench setup. Results of these
bench tests, reported in reference 1, show that this system is
satisfactorily free from chatter, dead spots, excessive lag,
friction, and other undesirable characteristics which might
adversely affect the pilot’s opinions of the handling qualities
of the test airplane.

Several important features of the flight-test version of the
booster system are not described in reference 1. ~ With re-
gard to variations in the magnitudes of the control forces,
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the part of the total elevator hinge moment fed back to
the pilot was made adjustable through use of a manual
control. The ratio of total control force to pilot-held force
(boost ratio) is equal to the ratio of the length 7 to the
length d shown in figure 1, and the manual control changed
the boost ratio by varying the position of the point A shown
in figure 1. With regard to varjations in maximum avail-
able control rate, this booster is built around a variable-
displacement hydraulic pump and operates so that the
velocity of the control surface is proportional to the crror
in position between the control surface and the stick. The
flight-test version of the booster was rigged so that a 1%°
error in position (referred to the stick) would produce the
maximum available flow of fluid from the pump. This con-
dition corresponds to the maximum rate of control motion’
when the control rate is not restricted by other means that
are discussed subsequently. Mechanical stops (see fig. 1)
were placed in the system so that when this 1%° error in
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FlaURE 1.—Schematic arrangement of the booster unit used in the elevator-control system of the B-29 airplane.



STABILITY AND CONTROL OF A B—20 AIRPLANE WITH A BOOSTER IN THE ELEVATOR-CONTROL SYSTEM

position was attained, the stick could be moved no faster
than at a rate corresponding to the maximum of the system
{an elevator rate of 100° per second with no restriction).
In addition to these fixed stops, a set of adjustable stops
were placed on the pump control arm as a means for further
restrieting the maximum control rate. The push-pull rod
to the pump control arm was not rigidly attached but was
attached with a preloaded spring arrangement. This de-
viee was used so that, in spite of a rate restriction, the pilot
could still move his stick (against the spring force) at any
rate desired until the fixed stops were contacted (1%° error
in stick position}. These springs were preloaded to 8%
pounds as measured at the stick. The ratio between
motions of the control arm and the stick was 15 radians per
radian.

A set of centering springs was installed on the pump control
arm to prevent a small residual oseillation from oceurring in
the boost system. This oscillation has been encountered
during hench tests (see reference 1) and was eliminated
through use of centering springs. These springs, which
=upply a damping force at the stick proportional to the rate
of control motion, had a constant of 0.06-pound stick force
per degree per second rate-of-control motion. A small
dashpot type of viscous damper was connected to the control
arm in order to smooth further the aetion of the servovalve
which operated the pump. The damper applied 0.065 inch-
pound torque to the control arm per degree per second rate of
motion of the control arm. The torque on the control arm
requiired to overcome the statie friction in the servovalve was

Fie:'RE 2.—The booster unit used in £he elevator-control system of the B-29 airplzne,
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0.047 inch-pound. The force required at the stick to o6ver-
come the frietion in the linkages to the control arm was
approximately ¥ pound. Installation of a control-position
pickup on the pump control arm, however, increased the
friction present at the stick to about 1% pounds. This
control-position pickup also increased the constant of the
centering springs by a small amount. The electric motor
used to drive the variable-displacement pump of the booster
unit is rated at 2 horsepower and 4,000 rpm. The pump
delivers about 3.3 gallons per minute at maximum displace-
ment and the maximum operating pressure is 1,250 pounds
per square inch. The estimated increase in the gross weight
of the test airplane resulting from installation of the booster
unit is 80 pounds; however, no particular effort was made to
minimize the weight of the installation.

The booster output was applied to a quadrant beneath the
pilot’s stick and operated the elevator through the cable
system in the airplane. (See fig. 3.) A cam-operated cable
clamp was used as a safety device so that the pilot’s cable
system could be disconnected from the quadrant in event of
boost failure. Use of this device was possible because the
cable systems to the elevator from the pilot’s and copilot’s
stick are independent in the B-29 airplane. In addition,
a manually operated hydraulic bypass was provided.

The longitudinal control system of the test airplane was
selected for the booster investigation because elevator-force
variations were felt to be the most critical from handling-
gualities considerations and beeause rate-of-elevator move- .
ment is important at least during landings and take-offs.
The B-29 airplane was chosen for these tests because it repre-
sents & large airplane having inherent elevator-force varia-
tions that are satisfactory but having elevator forces that
are somewhat high in relation to the present handling-
qualities requirements. The test airplane was flown at a
gross weight of about 108,000 pounds and with the center of
gravity at about 25 percent of the mean aerodynamie chord.
A three-view drawing of the B-29 airplane is presented in
figure 4, and some general specifications of the airplane are
listed in table I,

INSTRUMENTATION AND MEASUREMENTS

Standard NACA instruments were used. The following
table presents a list of these instruments and the quantities
that were measured:

; ;
i Measured quantity ‘ NACA instrument
! |

© Stick position. . ..o ...
Elevator position. . _.._. Lo

¢ Booster-control-arm position. ..
Stick quadrant position._..____

i Elevator-control foree ...

. Buooster hydraulic pressure
Aldrspeed I

Mechanical control position recorder.
Electrical control position recorder.
Mechaniesl control position recorder.
Mechanieal control position recorder.
Strain-gage wheel force recorder.
Hydraalic pressure recarder.
Afrspeed recorder and indicator.

| Normal scceleration ... .- .. Recording and indicating normsl accelerometers.
| Pitehing veloeity .. ... i Piteh turnmeter.

. Time._ . . oeeecoceeeeeoemee—-; Timer syncbronizing afl records.

The airspeed system utilized in these tests was the service
The flush static orifices of this
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of the pilot’s cockpit. These orifices were calibrated for
position error through use of an NACA trailing airspeed
head.  The airspeed used Lerein corresponds to the reading
of a standard Air Force-Navy Indicator connected to a
pitot-static head which is free from position error. This
airspeed is equal to true airspeed under standard sea-level
conditions.
RESULTS AND DISCUSSION

General.—An initial phase of the investigation was con-
cerned with tests to determine whether the incorporation of
the booster system in the B-29 airplane altered the control
characteristics in any way other than to change the magni-
tude of the control forces,

Eleciric motor -~

. Hydraulic cylinder ~7’~ -
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The measured static longitudinal stability characteristics
of the test airplane are presented in figure 5 for conditions of
hoost ratio 1 {no boost), boost ratio 2.8, and boost ratio 4.6
where boost ratio is defined as the ratio of the total control
force to the control force held by the pilot. In the figure,
pilot’s elevator force divided by impact pressure F,/q. and
elevator deflection from neutral §, are plotted against air-
plane normal-force coefficient (7,. Results measured in
steady flight for the clean condition are shown in figure 5 (a),
and corresponding results are presented in figure 5 (b) for
the landing condition.

As would be expected, no alterations in stick-fixed charac-
teristies (8, against (y) resulted from use of the booster.
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F1aUvRE 3.—Orientation of booster unit in B-29 airplane,
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F16URE 5.—Effect of the booster on the stutic longitudinal stability characteristies of the B-29 airplane.

Although the elevator-force variations with normal-force
cocflicient. were reduced approximately in inverse proportion
to the boost ratio, the general behavior of these variations
was not significantly altered by the booster. Note, for
example, that the results for the clean condition (fig. 5 (a)),
both with and without boost, show that the control forces
tended to lighten as the stalling speed was approached. The
flight data obtained from these static-stability tests showed
appreeiably more seatter with boost off than with-boost on
particularly at high normal-force coefficients {ow specds).
The difference in the scatter obtained between boost-on and
hoost-ofl tests is a refleetion of the fact that the pilots
could attain and hold a given trim speed more easily with the
booster operating.  This seatter is probably caused by the
large magnitude of the friction present in the clevator-
control system of the test airplane (about 25 1b when
measured on the ground). This friction was reduced along
with the aerodynamic forees through use of the hooster,

In order to determine whether the booster altered the
vontrol characteristics of the test airplane under conditions
of rapid control movements or with the controls free, a series
of abrupt pull-ups were made, each followed by release of the
control stick.  These maneuvers were made hoth with boost

ratio 2.8 and without boost. The available rate of control
motion for the tests with boost on was 100° per sceond.
Time histories of the airplane motions, control motions, and
control forces obtained during these tests at an indicated
airspeed of 160 miles per hour are presented in figure 6 (a)
and time histories obtained at 250 miles per hour are pre-
sented in figure 6 (b). The curves showing the rate of con-
trol motion presented in the time histories with boost on were
determined from measurements of the position of the pump
control arm which is proportional to control rate. Similar
variations were not obtained for the boost-ofl tests beeause
the method of measurement was not applicable to the direct
control system.

Comparison of the boost-off and boost-on time histories at
both airspeeds shows that the pilot applied a much more
abrupt control deflection when working against the smaller
forces encountered with the booster in operation. In both
cases the pilot intended to apply control as abruptly as
possible. Even for the rapid eontrol motions used in the
boost-on tests, no appreciable lag existed between motion of
the stick and the control surface. (See fig. 6.} For the
abrupt pull-up at 160 miles per hour with boost ratio 2.8 the
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Fu-rre 6. —Time histories of abrupt pull-ups of the B-29 airpline each followed by release of the vontrol stick showing the effects of the booster.

stick-force variation shown in figure 6 (a) exhibits a peak
which is not present for the pull-up without boost. This
foree peak, which is in phase with the rate of control motion,
results at least in part from the use of centering springs on
the pump control arm. This component of the control foree
opposes the control veloeity. The force is of significant
magnitude only when this vate of control motion is very high
as may be seen by the lack of this force peak for the abrupt
pull-up, boost on, at 250 miles per hour where the stick was

moved at a slower rate. This characteristic was not objec-
tionable to the pilots. Results of other handling-qualities
investigations have indicated that such forces may be
advantageous since a more adequate warning of possible
large normal accelerations is presented to the pilot whenever
control is applied rapidly. Anether point worth noting from
these time histories is that the largest control rate used by
the pilot, when he purposely attempted to apply abrupt
control, was about 70° per second.
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Fi6URE 6.—Concluded.

The stick-free dynamic characteristics of the test airplane
are also indicated by the time histories presented in figure 6.
For both airspeeds and for both boost conditions, the motions
of the controls and airplane following release of the stick
were deadbeat. At an indicated airspeed of 160 miles per
hour, both with and without boost, the elevator did not
return to its trim position following release of the stick.

This condition results from the aforementioned control
friction and, since the friction exists between the booster
and the elevator, the use of boost does not affect the center-
ing tendency. At higher speeds the centering tendency of
the elevator was much improved because of the larger magni-
tude of the serodynamic hinge moments in relation to the
control friction. (See fig. 6 (b).)
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Control-force investigation.—The variations of elevator
force with normal acceleration (in ¢ units) as measured in
turns are presented in figure 7 for various values of boost
ratio. Variations are shown for indicated airspeeds of 160,
200, and 250 miles per hour in figures 7 (a), 7 (b), and
7 (¢), respectively.

The use of the booster in the B-29 airplane decreased the
elevator-force gradients in approximately inverse proportion
to the boost ratio but otherwise did not significantly affect
the control characteristics of the test airplane in steadyv
turning flight. As indicated in figure 7, the control-force
gradients of the test airplane inereased with increasing air-
speed.  Without boost and at an indicated airspeed of 250
miles per hour, the foree gradient is about 140 pounds per ¢
normal acceleration; whereas at 160 miles per hour the force
gradient is about 90 pounds per g. The pilots conducting
these tests felt that the control forces encountered without
boost were tolerable but heavy. The large force gradients
at high speeds contribute to pilot fatigue when flying in for-
mation, fiving through rough air, or flying under other con-
ditions where frequent control applications are required.
The decrease in force gradient with decreasing airspeed,
however, had the advantage of improving the handling
qualities of the test airplane during landings over those
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Ficvre 7.—Effect of the Louster on the variation of elevator-confrol force with normal
acceleration for the B-29 airplane as measured in turns,

333

existing for several other large airplanes. Because of this
decrease with speed, the test airplane with boost off could be
landed with one hand on the control wheel and without the
necessity for retrimming when the power is cut prior to ground
contact although the forces were high under this condition.

With the booster operating at boost ratio 2.8 the control-
force gradients measured in turns were reduced to about 30
pounds per ¢ at 160 miles per hour and to about 50 pounds
per g at 230 miles per hour. In the opinion of the test
pilots, force gradients of these magnitudes were much more
desirable than those encountered without boost. The max-
imum permissible normal aceeleration could be obtained at
high speed without an objectionably large amount of pilot
effort, but the gradients were still large enough to provide
the pilot with adequate control feel. The longitudinal con-
trol charaecteristics of the airplane during landings were
considered excellent. With the lower force gradients, the
pilots found that errors in the approach just prior to ground
contact were easier to correct so that good “touchdowns”
could be made even with relatively poor approaches.
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Ficvre 7.—Continued.
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Fisure 7.—Concluded.

As shown in figure 7, use of boost ratio 4.6 resulted in force
gradients of the test airplane of about 30 pounds per g at
250 miles per hour and about 20 pounds per g at 160 miles
per hour.  The pilots, however, still considered force gradients
of these magnitudes satisfactory and, although these gra-
dients were not so desirable as those obtained with boost
ratio 2.8, they were more desirable than the gradients ob-
tained without boost from consideration of the handling
qualities. Possibly this opinion might have been altered if
the force gradients of the test airplane had not increased
with speed. This contention is borne out to some extent by
the test results for boost ratio 8.2; under this condition, the
force gradient was about 17 pounds per g at 250 miles per
hour, but the gradients were considered undesirably light
by the pilots throughout the speed range of the tests.

The control-force gradients specified as satisfactory in
present handling-qualities requirements for the airplane class
which includes the test airplane are given in the following
form (reference 2):

E)
Maximum foree per g 1%01
Minimun: foree per g % _

where n is defined as the limit load factor and is included as
an integral part of the specification in en attempt to com-
pensate for differences in the strength of airplanes. The
relationship between the specified foree gradients and those
that were measured for the test airplanc is somewhat vague
in that the limit load factor varies with gross weight. 'The
limit load factor of the test airplane is 3¢ at the design gross
weight of 105,000 pounds but is reduced to 2.67¢ at 120,000
pounds (a more normal operating gross weight). With
either hmit load factor, however, the foree gradients for the
test airplane without boost are appreciably above the upper
specified limit; whereas, with a hoost ratio of 2.8, the force
gradients are entirely within the specified limits. The foree
gradients of the test airplane with a boost ratio of 4.6 were
near or somewhat below the lower specified limit,

The effect of low force gradients on the probability of
exceeding the limit load factor during abrupt evasive ma-
neuvers was not investigated because an evaluation of this
effect would require an extremely great amount of flight
experience with airplanes having low force gradients. For
airplanes with very low limit load factors, the range of
control-force gradients dictated by handling-qualities consider-
ations may tend to endanger the struetural integrity of the
airplane; for this case, an immediate need is indicated for a
means of load limitation other than the control-foree gra-
dients encountered in normal flying.

The effect. of the magnitude of the elevator-control force
gradients on the handling qualities of the test airplane dur-
ing landings is indieated in figure 8. Time historics of
three landings are presented. A landing without boost is
shown in figure 8 (a), a landing with boost ratio 2.8 is shown
in figure 8 (b), and a landing with hoost ratio 4.6 is shown in
figure 8 (¢).

The time histories indicate that pilot technique in perform-
ing landings is similag regardless of the magnitude of the
control forces. In general, control was applied during the
test landings by a series of abrupt applications of pull foree
followed almost immediately by a partial release of the foree
without actually pushing on the stick. The peak pull forees
which were applied during the landings without boost were
generally about 80 pounds. This peak wvalue is high in
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terms of the physical capabilities of a normal pilot when using
lication. Beeause control was
applied in an almost continuous series of abrupt force
applications, the magnitude of these peak forces is also

onte hand for control app
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tw) Boost ratio, 1.0 (booster off).
F e RE 5. —Time histories of landings of the B-29 airplane showing the effects of variation in control-foree gradient through use of the booster.

indicative of appreciable work required on the part of the
pilot.

During the landing with the booster operating at boost
ratio 2.8 (fig. 8 (b)) the peak pull forces used were about 40



386

REPORT 1076—NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

Sost- ! 1
Pitching velocity, 0 T f NN /r L et b, ‘
radians fsec § 4 A |
§.o51 |
Q /5= Lot o]
8 ok /*\W\ f\vN-M.-v il
£/ # /e, -
cvoty e s NEEDAYAYNE
g o |
40
Efevofor—confro/rofe,§ 20- /‘ N LTV o SN /r\ /I AA /
/Sec § 9 NS = i Alrf A L\,’“‘ "U\f v VA\J’\ ur\uh P rm\_}l‘
3 zoF |
Q
30~ !
20F /~L T T

10 I_,\,_,_w-\__,\_.,——/"’\/d

Quadiront position, 0

deg from full back
30

Stick position, 201
deg From full forward 0

Pull
A O
o QO

1 T

Stick force, b 20 mwwwvnfvwh\/v ,N\/\f\ ,u/ /\ /N \N[\L/%ﬂ\[ \\/\/\,W ANV LAY

Push
o]

201 !
6

L0 oo ~
Normal occeferation, g 4
f4=

140

Calibrated ., on i LA I ¥ AT LAY RV

oirspeed, mph 100

()

/0 =4 4

Time, Sec

(b} Boost ratio, 2.8.
F16URE 8,—Continued.

pounds. Although the peak force reduction over the condi-
tion of boost off is appreciable, the force reduction is not as
great as would be expected from the difference in boost
ratio. These results indicate that the pilot used larger
elevator deflections to control the airplane when the forces
were reduced. For the landing with boost ratio 4.6 the
peak pull forces were about 20 pounds (fig. 8 {¢)) except
immediately before ground contact where the pilot applied
rapid corrective control. This characteristic of applying
rapid corrections just before touchdown was noted for
several other landings where the booster was used; however

without boost, such action was rarely taken, apparently
beeause the forces inveolved were large.

Control-rate investigation,—There are several additional
results concerned with pilot technique during landings that
are worth noting. As shown in figure 8, the largest rate of
elevator motion involved in the gabrupt control applications
during landings was about 40° per second. In spite of these
rapid control movements, however, the time histories show
that the normal accelerations and pitching velocitics were
small and that abrupt control deflections were applied over
such short time intervals that the flight path of the airplane

t
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FisURE 8. —Coancluded.

was not significantly altered. These observations indicate
that the rapid control application is merely a feature of pilot
technique.

The preceding statements concerning the usual pilot
control technique used in landings may have an important
bearing on the maximum control rates that are required in &
booster system. Since the airplane does not significantly
respond to control applications applied over a short time
interval, satisfactory landings could possibly be made with
smoother control movements involving much lower rates of
control motion. In order to investigate this possibility, a

series of boost-on landings were made with the maximum
control rate of the system restricted to low values. Time
histories of three landings using restricted control rates in
the booster system are presented in figure 9. Landings with
rate restrictions of approximately 20°, 10°, and 7° per second
are shown in figures 9 (a), 9 (b), and 9 (c), respectively.
During landings with restricted control rates, the pilot
invariably called for higher rates than were available just
before ground contact. This condition is indicated in figure 9
by the dashed lines representing the maximum available
control rate. TFor these conditions, the pilot moved the
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FinURE 9.—Time histories of landings of the B-29 airplane showing the effects of variation in maximum avaflable rate of control motion supnlied by the booster. Boost ratio, 2.8,

control stick faster than the rate at which the elevator was
moved by the booster, but these differences in stick and
olevator rate did not exist over a sufficiently long time
interval to cause the pilot’s stick to contact the fixed stops
in the system (1%° error in position). The lag in the clevator
motion even for the largest rate restriction was never large
cnough to be detected by the pilot in terms of the airplane
response,

Also indicated by the time histories in figure 9 is a pro-
gressive reduction in the rate which the pilot moved the stick
as the available elevator rate was reduced, even though the
stick could be moved at any desived rate within the fixed
stop limits, This result apparently stems from the force
feedback of the preloaded springs which connected the
push-pull rod to the pump control arm. These springs
deflected whenever rates higher than the maximum available

were called for by the pilot.  Although this force feedback
was not objectionable to the pilots, there is a possibility of
making this force feedbaclk small (weak springs) and elimi-
nating the fixed stops in the system. With such modifica-
tions the pilot could move the stick without limit at any rate
though the system rate was restricted. The pilot would
then have no indication of & restricted rate of control motion
unless the restriction could be detected in the response of
the airplane.

With the system as used for the present tests, the pilots
felt that the handling qualities of the airplane were satis-
factory even with the control rate restricted to the lowest
value of 7° per second. As mentioned previously, some
detection of the rate restriction was possible because of the
forces applied by the preloaded springs. Apparently no
real sense of lack of control was encountered, however,
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Fi:URE Y. —Continaed.

possibly because the pilot could continue to move the stick
against the spring force.

During several landings with restricted control rates the
pilot intentionally started the landing fare well off the
ground and had to correct for this error. Other landings
were made in which the flare was delayed beyond the point
where it would normally have been initiated. Even with the
lowest available control rates used in these tests, no com-
plications were involved in correcting for these conditions.

Although results are presented herein only for landings,
which were felt to be the most important maneuver from the
standpoint of rate of elevator motion, the handling charac-
teristics of the test airplane with restricted control rates
were qualitatively investigated for other flight conditions.

No unsatisfactory characteristics were evident during normal
take-off where the control stick is held forward until take-off
speed is approached and then gradually pulled back to Iift
the mnose wheel. Another take-off technique was also
investigated as being more critical than the normal pro-
cedure. For this test, the stick was held full back from the
beginning of the take-off run. Under these conditions, the
airplane has an unstable pitching tendency when the nose
wheel rises off the ground, but even with the lowest available
rate of elevator motion, the pilot experienced no difficulty
in controlling this pitching tendency. During the tests, the
pilots could easily contact the fixed stops (1%° error in stick
position) during taxying and alse in flight by purposely
moving the stick inan abrupt manner. Innormal maneuvers,

359
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Frsure 9.—Concluded.

other than landings, however, the elevator rates used
did not exceed a value corresponding to the greatest rate
restriction of 7° per second.

The results of this investigation indicate that awplanes
may have satisfactory handling qualities with a booster
having much lower control rates available than those nor-
mally used by pilots. These results, however, are not
intended to provide a quantitative indication of minimum
satisfactory control rates since they apply strictly to the test
airplane in the configurations used in the tests. The static
stability characteristics of the test airplane shown m figure
5 indicate that at the test center-of-gravity position only
moderate variations of elevator deflection with normal-foree

coeflicient were required. Possibly with a more forward
center-of-gravity position somewhat larger control rates
would be neeessary in order to provide satisfactory control
characteristics. In addition, past handling-qualitics experi-
ence on other airplane types indicates a possibility that
higher rates of control motion would be required on smaller
airplanes.
CONCLUSIONS

Measurements of the longitudinal stability and control
characteristics of a Boeing B-29 airplane have been made
with a control-surface booster incorporated in the elevator-
control system. Effects of variations in the magnitude of
the pilot’s control force were determined as well as eflfects of



STABILITY AND CONTROL OF A B—29 ATRPLANE WITH A BOOSTER IN THE ELEVATOR-CONTROL SYSTEM 391

variations in the maximum rate of control motion supplied
by the booster system. The following conclusions were
dravwn:

1. The longitudinal stability and control characteristics
of the B-29 airplane were not significantly altered through
use of the booster except for a reduction in the magnitude of
the control-force gradients.

2, The elevator control-force variations with normal
acceleration for the B-29 airplane without boost were about
140 pounds per g at an indreated airspeed of 250 miles per
hour and about 90 pounds per ¢ at 160 miles per hour. The
pilots conducting these tests felt that the control forces
without boost were tolerable but heavy.

3. Use of the booster to adjust the control-force gradients
to about 30 pounds per g at 250 miles per hour and about 30
pounds per g at 160 miles per hour appreciably improved the
handling qualities of the test airplane.

4. Further reduction in control-force gradients through
use of the booster to about 30 pounds per ¢ at 250 miles per
hour and about 20 pounds per g at 160 miles per hour still
provided satisfactory control forces in terms of pilots’
opinions of their ability to control the airplane precisely in
normal flight maneuvers. From consideration of the han-
dling qualities these force gradients were more satisfactory
than those encountered without boost but were not so
desirable as the range stated in conclusion 2. The effect
of these lower force gradients or the probability of exceeding
the limit load factor could not be investigated.

5. The highest rate of elevator-control motion used by the
pilots during landings of the test airplane was about 10°
per second. The highest rate of control motion obtained
when the pilot purposely moved the control rapidly in an
abrupt pull-up was about 70° per second.

6. During the part of the landings where high control
rates were used, large control deflections were held for such
short time intervals that the flight path of the airplane was
not significantly aliered.

7. During boost-on landings with the available rate of
control motion restricted to values as low as 7° per second,
no unsatisfactory control characteristics were encountered.
The pilots did not note any undesirable restrictions on their
ability to move the control stick rapidly regardless of the
rate of control motion available possibly because the stick
could be moved at any rate desired (against light preloaded
springs) until an error of 1%° was attained between the stick

and the control surface. This large a value of error was not
encountered during these landings.

8. Qualitative investigation of other flight conditions such
as take-offs and normal flying indicated that no unsatisfac-
tory control characteristics resulted from restricting the rate
of control motion to 7° per second.

LaNGLEY AERONAUTICAL LLABORATORY,
NaTioNaL ApvisorYy COMMITTEE FOR AERONAUTICS,
Lancrey Figrp, Va., April 12, 1950.
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TABLE I

GENERAL SPECIFICATIONS OF B-29 AIRPLANE

General:
Manufaeturer. o _________ Boeing Aireraft Corp.
Y o o e oo TB-29-56-BW
Engines
Manufaeturer. . oo _____________ Wright Aeronautieal Corp.
¥ P - o e e R3350-23A
Normal rating. . - oo ___ 2,000 hp at 2,400 rpm
Propellers:
Manufaeturer. ... .. Hamilton Standard
Hub No. oo 24-F60-35
Blade NoO.o - o e 6521A-6
Wing:
Ares (including aflerons), sq ft_ . _____ 1, 739
Area (flaps extended), sq fi_ . ______ 2,071
Aspeet tatio. - o~ 11.5
Taper Tatio . - o oo oo oL 0. 43
Afleron area (total}, sq ft- o . 129
Flap area, sq ft_ o~ 332
Horizontal tail:
Area, sq ft_ 333
Aspeet ratio. . o 5. 55
Taper ratio. o 0. 42
Elevator area, sq fto o 115
Vertical fail:
Fin area (including dorsal), sq ft.o .o ________ 132
Rudder area, sq £t 65.5



